
Yamaha UC Private MIB

Filename Description Version Providing module

yamaha-smi.mib The root of YAMAHA private MIB. 1.0.0 YAMAHA-SMI

yamaha-uc.mib The MIB definition for YAMAHA UC products. 1.0.0 YAMAHA-UC

yamaha-uc-product.mib The object IDs for YAMAHA UC products. 1.0.0 YAMAHA-UC-PRODUCT-MIB

yamaha-pam-uc-profile.mib The MIB for the profile of Pro Audio Metrics. 1.0.0 YAMAHA-PAM-UC-PROFILE-MIB

yamaha-pam-uc-overall-status.mib The MIB for the overall status of Pro Audio Metrics. 1.0.0 YAMAHA-PAM-UC-OVERALL-STATUS-MIB

yamaha-pam-uc-sensed_value.mib The MIB for the sensed value of Pro Audio Metrics. 1.0.0 YAMAHA-PAM-UC-SENSED_VALUE-MIB

yamaha-pam-uc-fault-event.mib The MIB for the fault event of Pro Audio Metrics. 1.0.0 YAMAHA-PAM-UC-FAULT-EVENT-MIB

yamaha-pam-uc-statistics.mib The MIB for the statistics of Pro Audio Metrics. 1.0.0 YAMAHA-PAM-UC-STATISTICS-MIB

yamaha-uc-rm.mib The MIB for the RM series of YAMAHA UC products. 1.0.0 YAMAHA-UC-RM-MIB

Example: public-Y001-Yamaha-RM-CG-123456

お使いのSNMPマネージャには、初めにYAMAHA -SMI（yamaha-smi.mib）を取り込んでから、他のMIBファイルを全て取り込んでください。

RM-CG/RM-TT/VXL1-16PをRM-CRと一緒に利用する場合のSNMP コミュニティ名について

RM-CRにRM-CG/RM-TT/VXL1-16Pをペリフェラルとして登録している場合，RM-CRを介してペリフェラルデバイスの監視が可能です．
RM-CR経由で各ペリフェラルデバイスのMIBへのアクセスには，下記形式でコミュニティ名をご利用してください．
コミュニティ名の形式:[RM-CR コミュニティ名]-[RM-CG/RM-TT/VXL1-16P ホスト名]
例:public-Y001-Yamaha-RM-CG-123456

Please load YAMAHA -SMI first into your SNMP manager, and then load all the other MIB files.

About a read-only community string of a peripheral device registered on RM-CR

Peripheral monitoring via an RM-CR is possible when an RM-CG/RM-TT/VXL1-16P is registered on the RM-CR as a peripheral.
To access peripheral's MIB information via the RM-CR, use a community string in the following format.
Read-only community string: [RM-CR's read-only community string]-[Peripheral's Hostname]


