Dante Accelerator Firmware V4.0.2 Release Notes

Important notice
You need to update the Dante Accelerator Driver for Mac to V2.5.2 or later.
In addition, V2.5.3 or later is required for macOS 10.14.4 or later.

You need to update the Dante Accelerator Driver for Windows to V2.0.4.

V4.0.1 to V4.0.2

Specification Changes

- Now supports 32-bit and 16-bit sampling bit depths.

Fixed Bug

- Solved a rare problem in which AlIC128-D interfered with TCP communication of other
networked devices when used together with a DHCP server and those devices were
rebooted.

- Fixed some other minor problems.

Update History

V4.0.0 to V4.0.1

Specification Changes

- Now supports AIC128-D revision 3.1 (PCB REV 3.1).
NOTICE
The AIC128-D firmware V4.0.1 is only for the revision 3.1(PCB REV 3.1). This update is not
required if using AIC128-D revision 3.0 or earlier; continue to use V4.0.0 or V3.0.0 unless
otherwise necessary.
The revision number of AIC128-D is printed on the part enclosed by the ellipse in the figure

below. Make sure to confirm the revision before updating.




Vv3.0.0 to V4.0.0

Specification Changes

- Now supports Dante Domain Manager (DDM).

- Changed the supported Mac OS to OS X 10.11, macOS 10.12, macOS 10.13 and macOS
10.14*.

*Dante Accelerator Driver cannot be installed on macOS 10.14.4 or later.

V2.6.0 to V3.0.0

Specification Changes
- Now supports the AES67 standard for audio-over-IP interoperability.

- Now supports the “Dante Device Lock” function.

Known Issue
- Dante Accelerator Driver may not work if the Thunderbolt Expansion Box is connected to a
Mac computer after starting the Mac. Make sure to connect the Thunderbolt Expansion Box

to the computer before starting it.



V2.5.0 to V2.6.0

Specification Changes

- Now supports static IP addresses for a Dante network. Static IP addresses can be configured
on the “Network Config” of the Dante Controller.

- Changed the supported Mac OS to OS X 10.9, OS X 10.10, and OS X 10.11.

V2.0.0 to V2.5.0

Specification Changes

- Now supports Mac Pro (Late 2013). You will need the Thunderbolt Expansion Box to connect
Dante Accelerator to the Thunderbolt port of a Mac computer. Following models to be verified
for use with Dante Accelerator.
- Magma ExpressBox 1T/3T (non-Thunderbolt 2 compliant box)
- Sonnet Echo Express Pro/Echo Express
For the latest information on compatible devices, check the Yamaha Professional Audio
website.

http://www.yamahaproaudio.com/global/en/products/daw systems/nuage/

V1.0.1 to V2.0.0

Specification Changes

- Now supports Dante Redundancy. (The secondary port became available.)

Fixed Bug
- Solved the problem in which the Dante Accelerator for which Pull up/Pull down is set to

enable does not work properly in OS X 10.8.

V1.0.0 to V1.0.1

Specification Changes

- Disabled the Pull up/Pull down settings in OS X 10.8 which do not support Pull up/Pull down.

Fixed Bug
- Solved the problem in which the noise might occur when changing the Pull up/Pull down
settings in Mac OS X 10.6 or Mac OS X 10.7.

Company and product names that appear in this document are the trademarks or registered trademarks of their
respective companies.
© 2013 Yamaha Corporation
Published 12/2022 YJ-AO
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